
CEM3 (Talos Arctica) Operational Safety Precautions 操作安全注意事໨ Reminders 提醒事໨

Instrument Parameters  設備參數 Staff 儀管人員

※ Main operation uses EPU UI,  does Not use TEM UI. 主要操作使用 EPU UI，勿用 TEM UI
      Contact CEM3 staff if any problems, thank you!  若有任何問題請洽儀管人員，謝謝 !

※ Simple Trouble Shooting  簡易故障排除

※ EPU Session Setup → Session Name：Supervisor_Date_SampleName 樣品命名規定

If the following message appears during Atlas scanning, please troubleshoot it in order of (A)(B)(C).
若 Atlas 製圖時出現以下錯誤訊息，請依照(A)(B)(C)໩序排除

(A)

ONLY letters, numbers and underline are allowed for ĲaıiĲg ЊSampleNameЋ.
The specific symbol can cause the PC to CRASH!
關於ЊSampleNameЋ的命名，只允許輸入英文字母、數字及底線；特殊符號會造成電腦當機

Monitor #1

TEM UI
(Staff / superuser only)

EPU UISupport PC

Monitor #2 Monitor #2

※CEM3 Time Slots時段
      Morning slot: 10:00~14:00
  Afternoon slot: 14:00~18:00
For the afternoon slot user who wants to 
collect data overnight, please finish the  
hole selection setup and inform the CEM3 
staff before 17:30!
下午時段的使用者若需要收集整晚數據
請下午05:30前完成選洞設定並告知儀管人員

※Deliver your grids to ASCEM at least 2 
business days before the machine time and 
submit your grid storage information form.
上機的兩個工作天前送樣並遞交樣品放置單

※ Remember to record machine usage time 
in the CEM3 logbook after use.
記得使用完畢紀錄上機時間於紀錄本上

※ Recycle the screened grids 網格回收
Please write a note in both your grids 
storage information form and the CEM3 
logbook.
網格回收請同時註記在樣品放置單及記錄本上

※Cancel the CEM3 reservation 預約取消
Please contact the CEM3 staff at least 48 
hours in advance.
預約取消請於48小時之前通知CEM3儀管人員

Cond. Aperture (um) Beam Size (um)

70 ~2.5

50 ~1.5

30 ~0.9

Magnification Å/pixel

120k 0.86

92k 1.0975

73k 1.3785

Find Hole

Acquisition Area

Beam size

1. Dr. Yen-Song Chen 陳延松博士
     (e-mail: ysc25317@as.edu.tw)

2. Ms. Yu-Hua Chang 張與華小姐

(A)  Wait for 2 mins  先等待 2分鐘
(B)  Click ЊReset SelectedЋ 按下ЊReset SelectedЋ
(C)  Click ЊStartЋ 按下ЋStartЋ (B)(C)

If any improper operation 
causes CRASH, the instrument 
usage fees will still be charged.
任何不當操作，上機費用照收
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